
Boost Static Back to Back Workstation

SKU: FNXBSB2B

CERTIFICATIONS

WARRANTY

SPECIFICATIONS

Specification Details

Dimensions (mm)

730h x 1200w x 1500d

730h x 1500w x 1500d

730h x 1800w x 1500d

Materials

E0 rated Melamine board 25mm thick top

50mm deep scallop cut out to the rear

80mm diameter cable entry with cover

900h x 30mm thick optional pinnable privacy screen

Frame column size: 90mm x 60mm

Adjustable leveling feet

Additional Options
Cable Trays and Flexi Cable Snakes for power and data management

Arch Perforated Modesty Panels

Colours

Top: Available in Natural White and Natural Oak top options

Frame: Black Satin or White powder coat steel underframe.

Screen Options - Black fabric with White frame or Grey fabric with Black frame.

FEATURES

Fixed-height back-to-back workstation designed for collaborative office spaces
Durable 25mm E0-rated tabletop with rigid edging for long-term use

https://www.bfx.com.au/store/flexi-cable-snake-for-ascendo-boost-workstations
https://www.bfx.com.au/store/arch-perforated-modesty-panel


50mm rear scallop cut-out for convenient cable management and a tidy workspace
Sturdy powder-coated underframe with adjustable levelling feet for stability
Optional add-on??perforated modesty panels??or??cable snakes

Colours, features, specifications and certifications are subject to change without notice. www.bfx.com.au | 1300 866 522

Contact your local BFX Consultant, click here or scan to view colours & options >

https://www.bfx.com.au/store/arch-perforated-modesty-panel
https://www.bfx.com.au/store/flexi-cable-snake-for-ascendo-boost-workstations
https://www.bfx.com.au/contact-us/

